
KBK Antriebstechnik GmbH

Order Code: KB 3P / 15 - 29 - 5 - 10 - D
Expanding
Clamp D2
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D1

LengthType / Size

KB3P/5~100KB3P/5~100

multi/single
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Dimensions (mm)

Ø A Ø B D1 D2 H C
Torque

L

3-8 8-12 5.2 2.5

3-8 8-12 5.2 2.5

3-14 10-16 9 3.5

3-10 10-14 7 3

6-16 14-20 12 5

6-25 16-22 15.5 5

Outer
Ø

Max.
Ø

Length Bore
Expanding

Clamp
(H7) (f7)

min ~ max min ~ max

TKN

(Nm)

M2/M3

0.43/1

0.43/1

M2.5/M4

M3/M4

M2/M3

M4/M5

M4/M6

3.5/5.9

4.5/10

0.85/3

2/3

F/G

Screw
ISO 4762

TA (Nm)

Ø
D

2
f7

E1

Keyway on request

F ISO 4762
G ISO 4762C
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4

4.2

12.8
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33.8
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114.1

273.5

3.4

16.4
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14.9

Ø
A

Ø
D

1
H

7

Technical Ratings

Moment
of

Inertia

Mass

radial

�Kr
(mm)

Misanlignment

axial

�Ka
(mm)

angular

�Kw
(°)

torsional

CT

(Nm/rad)

Spring Stiffness

radial

CR

(N/mm)

axial

CA

(N/mm)(g)
J

(g cm²)

Miniature Metal Bellows Coupling

Miniature Metal Bellows Couplings : KB3P Series

axial pluggable, with Expanding Clamp

Dimensions (mm)

Temperature Range:

Keyway DIN 6885 on request

Material: Bellows - Stainless Steel, Hubs - Aluminium

Speed: max. 15000

-30°C ~ 120°C

Version D:
multi position
(standard)

Version C:
single position
(on request)


